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Carton Sealers  
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Carton Sealer SK1

Bottom drive, manually 
adjusted carton sealing 
machine.

Specification

• Safety emergency stop
• Energy saving kit
• 240v or 415v 10 amp 4 pin standard

Options

• Castors
• Gravity conveyor options

Warranty 

All CPS equipment carries a 12 month  
(single shift) warranty (parts and labour) given 
normal wear and tear

Carton sizes range (mm)

L W H

Min. 150 130 120

Max. Inf. 500 500
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SK1  
Carton Sealer



Carton Sealer SK2

Fixed size, manually 
adjustable top and bottom 
drive carton sealing machine.

Specification

• Safety emergency stop
• Independent top and bottom drives
• Energy saving kit
• 240v or 415v 10 amp 4 pin standard

Options

• Castors
•  Gravity conveyor options (Also available in 

Stainless Steel Model No SM2 Inox)

Warranty 

All CPS equipment carries a 12 month  
(single shift) warranty (parts and labour) given 
normal wear and tear

Carton sizes range (mm)

L W H

Min. 150 140 110

Max. Inf. 500 500
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Carton Sealer



Carton Sealer S8/4

Fixed size, manually 
adjustable, side drive carton 
sealing machine for low 
profile cartons.

Specification

• Safety emergency stop
• Energy saving kit
• 240v or 415v 10 amp 4 pin standard
• 30mm tape length

Options

• Castors
•  Gravity conveyor options 

Warranty 
All CPS equipment carries a 12 month  
(single shift) warranty (parts and labour) given 
normal wear and tear

Carton sizes range (mm)

L W H

Min. 150 105 60

Max. Inf. 500 500
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S8/4 
Carton Sealer



Carton Sealer XL35

Side drive, manually adjusted 
carton sealing machine.

Specification

• Safety emergency stop
• Independent drive
• Energy saving kit
• 240v or 415v 10 amp 4 pin standard

Options

• Castors
•  Gravity conveyor options

Warranty 

All CPS equipment carries a 12 month  
(single shift) warranty (parts and labour) given 
normal wear and tear

Carton sizes range (mm)

L W H

Min. 150 120 120

Max. Inf. 500 500
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XL35 
Carton Sealer



Carton Sealer XL36

Side drive, manually adjusted 
carton sealing machine for 
large cartons.

Specification

• Safety emergency stop
• Energy saving kit
• 240v or 415v 10 amp 4 pin standard

Options

• Castors
•  Gravity conveyor options

Warranty 

All CPS equipment carries a 12 month  
(single shift) warranty (parts and labour) given 
normal wear and tear

Carton sizes range (mm)

L W H

Min. 150 140 120

Max. Inf. 650 650
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XL36 
Carton Sealer



Carton Sealer XL46

Side drive, semi-automatic 
random carton sealing 
machine for large cartons.

Specification

• Safety emergency stop
• Energy saving kit
• 240v or 415v 10 amp 4 pin standard
• Compressed air required

Options

• Castors
•  Gravity conveyor options

Warranty 

All CPS equipment carries a 12 month  
(single shift) warranty (parts and labour) given 
normal wear and tear

Carton sizes range (mm)

L W H

Min. 150 140 120

Max. Inf. 650 650
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XL46 
Carton Sealer



Carton Sealer SR4

Semi-automatic, top  
and bottom drive, random 
carton sealer.

Specification

• Safety emergency stop
• 240v or 415v 10 amp 4 pin standard
• Compressed air required

Options

• Castors
•  Gravity conveyor options
•  Top and bottom sealing; top seal only or 

bottom seal only

Warranty 

All CPS equipment carries a 12 month  
(single shift) warranty (parts and labour) given 
normal wear and tear

Carton sizes range (mm)

L W H

Min. 150 140 110

Max. Inf. 500 500
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Carton Sealer



Carton Sealer SML2

Fixed size, manually 
adjustable top and bottom 
drive, side sealer.

Specification

• Safety emergency stop
•  Patented K-71 heads  

(up to 50mm tape width) 
• 240v or 415v 10 amp 4 pin standard

Options

• Castors
•  Gravity conveyor options
•  Stainless steel

Warranty 

All CPS equipment carries a 12 month  
(single shift) warranty (parts and labour) given 
normal wear and tear

Carton sizes range (mm)

L W H

Min. 180 150 120

Max. Inf. 480 450
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SML2 
Carton Sealer



Carton Sealer PS50TB

Semi-automatic box filling/erecting/
sealing packaging station, manual set 
up according to the different carton 
sizes for forming, manual filling and 
sealing of the top/bottom of the carton.

Specification

• Safety emergency stop
• 240v or 415v 10 amp 4 pin standard
• Compressed air required

Options

• Castors
•  Gravity conveyor options

Warranty 

All CPS equipment carries a 12 month  
(single shift) warranty (parts and labour) given 
normal wear and tear

Carton sizes range (mm)

L W H

Min. 200 150 120

Max. 600 500 500
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PS50TB 
Carton Former & Sealer



Carton Sealer SM11

Fully automatic, 4 flap closing 
carton sealing machine with 
manual carton size changing.

Specification

• Full safety guarding
• Safety emergency stop
• Independent side drive
• 240v or 415v 10 amp 4 pin standard

Options

• Castors
•  Indexing gate to prevent two cartons going 

into the machine together 
• Stainless steel model available 
•  Top and bottom sealing; top seal only or 

bottom seal only

Speed

SM11  15 cpm
SM11/4  15 cpm

Warranty 

All CPS equipment carries a 12 month  
(single shift) warranty (parts and labour) given 
normal wear and tear

Carton sizes range (mm)

L W H

SM11 Min. 150 120 200

Max. 500 500 600

SM11/4 Min. 200 60 200

Max. 600 500 600
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SM11 
Carton Sealer



Carton Sealer SM11

Fully automatic random size carton 
sealing machine. This machine offers 
the possibility to centralize the random 
carton sealing of several packaging 
lines with no operator being required.

Specification

• Full safety guarding
• PLC controlled 
•  Pneumatic adjustment of each  

machine operation 
• 415v 4 pin standard
• Compressed air required
• Automatic separating unit (AS24)
• Servo drive (SM44HS)

Options

• Castors
•  Top and bottom sealing, top seal only or 

bottom seal only

Speed

SM44HD  8 - 10 cpm
SM44/4HD  8 - 10 cpm
SM446HD  6 - 8 cpm
SM44HS  14 - 18 cpm

Warranty 
All CPS equipment carries a 12 month  
(single shift) warranty (parts and labour) given 
normal wear and tear

Carton sizes range (mm)

L W H

SM44HD Min. 200 150 140

Max. 600 500 500

SM44/4HD Min. 200 150 100

Max. 600 500 460

SM446HD Min. 300 200 220

Max. 800 650 750

SM44HS Min. 200 150 140

Max. 600 500 500

25

SM44HD & SM44HS 
Carton Sealer



Carton Sealer HM11-T/TB

Fixed size, manually 
adjustable, side drive,  
hot-melt carton sealer with 
flap folder.

Specification

• HM11 (top sealer)
• HM11TB (top and bottom sealing)
• 3 phase 415v power required
• Compressed air required
• Pneumatic top flap folder
• Safety emergency stops
• Robatech Hot Melt System

Options

• Castors
• Nordson Hot Melt System

Warranty 

All CPS equipment carries a 12 month  
(single shift) warranty (parts and labour) given 
normal wear and tear

Carton sizes range (mm)

L W H

Min. 200 150 150

Max. 600 500 500

27

HM11-T/TB  
Carton Sealer
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