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Victoria

5/19 Enterprise Drive
Bundoora, VIC 3083  
Australia
T (03) 9474 3700
F (03) 9466 7625

New South Wales

2/17-19 Daniel Street
Wetherill Park, NSW 2164  
Australia
T (02) 9756 5433
F (02) 9756 0511

Queensland

2/16 Yarraman Place 
Virginia, QLD 4014  
Australia
T (07) 3865 6089
F (07) 3865 3799

Specification
• Full safety guarding
• PLC controlled 
• �Pneumatic adjustment of each  

machine operation 
• 415v 5 pin standard
• Compressed air required
• Automatic separating unit (AS24)
• Servo drive (SM44HS)

Options
• Castors
• �Top and bottom sealing, top seal only 

or bottom seal only

Carton Sizes Range (mm)

L W H

SM44HD Min. 200 150 140

Max. 600 500 500

SM44/4HD Min. 200 150 100

Max. 600 500 460

Speed
SM44HD	 8 - 10 cpm
SM44/4HD	 8 - 10 cpm
SM446HD	 6 - 8 cpm
SM44HS	 12 - 14 cpm

Warranty 
All CPS equipment carries a 12 month 
(single shift) warranty (parts and labour) 
given normal wear and tear

L W H

SM446HD Min. 300 200 220

Max. 800 650 750

SM44HS Min. 200 150 140

Max. 600 500 500

Fully automatic random size carton sealing 
machine. This machine offers the possibility to 
centralise the random carton sealing of several 
packaging lines with no operator being required.

SM44HD & SM44HS
Carton Sealer


